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MAGNETOMETER G-882

The G-882 caesium magnetometer is an advanced 
marine survey instrument designed for the precise 
detection of ferromagnetic objects and unexploded 
ordnance (UXO) of military origin. It combines high 
sensitivity, reliability and resistance to demanding 
environmental conditions, making it suitable for surveys 
conducted at great depths and in a wide range of 
temperatures.

The device enables ferromagnetic surveys in the marine environment, effectively 
supports the detection and location of unexploded ordnance, and allows for the search 
for metal objects and underwater infrastructure elements. Thanks to these properties,  
it is an indispensable tool in geophysical, engineering and underwater inspection 
surveys.

2

Uxo Marine S.A.MAGNETOMETER G-882

UXO Marine S.A.

 www.uxomarine.pl

84-230 Rumia

30 Derdowski Street

tel. +48 730 161 956

info@uxomarine.pl



G-882

Caesium magnetometer

NAME

TYPE

GENERAL INFORMATION

<0,004 nT 
/√π Hz RMS

Noise

18 kg
Sensor Fish Weight

20 Hz
Max Sample Rate

<1nT
Heading error

20000-100000 nT

Operating Range

DIMENSIONS AND PARAMETERS
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-35°C do +50°C
Operating Temperature

-45°C do +70°C
Storage Temperature

up to 9 000 m
Altitude

up to 2700 m (4000 psi)

Depth

120/240 VAC

Voltage

24-32 VDC

Power


